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Can be used with both 1600mm and 800mm

intermediate leg frames.



1,2,3...

T
O

O
L

S
 R

E
Q

U
IR

E
D

F
O

R
 A

S
S

E
M

B
L

Y
D

O
N

T
 S

T
R

U
G

G
L

E
2 

M
A

N
 L

IF
T

A
L

W
A

Y
S

 H
A

N
D

L
E

IT
E

M
S

 W
IT

H
 C

A
R

E
IF

 U
N

S
U

R
E

 C
A

L
L

F
O

R
 A

S
S

IS
T

A
N

C
E

K
E

E
P

 F
IT

T
IN

G
S

 A
W

A
Y

F
R

O
M

 C
H

IL
D

R
E

N

2

AutoCAD SHX Text
4mm



Please check that you have all the Components!
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Vertical Cable Riser

Please check that you have all the Fittings!

x 8

M6x10mm Connect Bolt

x 1

Front Fascia Panel

1

Vertical Cable Riser

x 4

M6x35mm Connect Bolt

x 1

Rear Cable

Managed Panel

x 2

Mounting Bars

x 2
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Step 1

Align the first mounting bar to
the threaded holes on the inside
face of the leg.

Attach the bar using the
M6x35mm Bolts
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Step 2

Align the remaining mounting
bar to the threaded holes on the
inside face of the opposite leg.

Attach the bar using the
M6x35mm Bolts

Step 3

Align the rear panel with the
fixing holes on the mounting
bars.

Attach the panel using the
M6x10 bolts.

Step 4

Align the front fascia panel with the
fixing holes on the mounting bars.

Attach the panel using the
M6x10 bolts.
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