
EVOLVE2 30 SE 

Engineered to keep you productive. 
Lightweight, portable, reliable, comfortable.

› 2-microphone call technology › Noise-isolating design

› Enhanced lightweight comfort › Great audio with 28mm speakers 
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PRODUCT TYPE SKU DESCRIPTION
Stereo 23189-999-979 Jabra Evolve2 30 SE, USB-A, MS Stereo

23189-999-879 Jabra Evolve2 30 SE, USB-C, MS Stereo

23189-989-979 Jabra Evolve2 30 SE, USB-A, UC Stereo

23189-989-879 Jabra Evolve2 30 SE, USB-C, UC Stereo

Mono 23189-899-979 Jabra Evolve2 30 SE, USB-A, MS Mono

23189-899-879 Jabra Evolve2 30 SE, USB-C, MS Mono

23189-889-979 Jabra Evolve2 30 SE, USB-A, UC Mono

23189-889-879 Jabra Evolve2 30 SE, USB-C, UC Mono

Accessory 14301-52 Jabra Evolve2 30 Pouch, 10 pcs

TECHNICAL SPECIFICATIONS
General Info What’s in the box Headset, felt pouch, warranty and warning information

Packaging dimensions LxWxH 17 x 21.3 x 4 cm / 6.69 x 8.38 x1.57 in

Main unit dimension Stereo 178.7 x 136.2 x 54.3 mm / 7.03 x 5.4 x 2.1 in 
Mono 174.6 x 151.7 x 55.7 mm / 6.9 x 5.9 x 2.2 in

Cable length 1.5 m / 4.9 ft

Weight Stereo with cable 125g / 4.4oz, Stereo without cable 102g/ 3.6oz 
Mono with cable 92g / 3.2oz, Mono without cable 69g / 2.4oz

Material used Headband cushion ultra soft foam covered in color-matched leatherette, ear cushion 
soft audio foam covered in color-matched leatherette, stainless steel slider arm

Warranty 2 years

Jabra Direct/Jabra Express Yes

Jabra Sound+ No

LED features and functions Microsoft Teams notifications*, busylight, incoming call

Audio Speaker size 28mm Ø

Speaker sensitivity 115dB @1mW-1kHz

Speaker max input power 30mW

Speaker frequency range 20Hz - 20 000Hz

Speaker bandwidth – Music mode 20Hz - 20 000Hz

Speaker bandwidth – Speak mode 100Hz - 12000Hz

Microphone type 1 Analog MEME and 1 Analog ECM

Microphone sensitivity -38BV/Pa / -33dBV/Pa

User hearing protection Jabra SafeToneTM

Certifications Certified for Microsoft Teams. Meets Microsoft Teams Open Office requirements.*  

Certified for Amazon Chime, Cisco, Google Meet, Mitel, Unify. 
Works with all other leading UC platforms.

Fit & Comfort Headset form factor On-ear headband

Connectivity Connection (computer and mobile devices) USB-A / USB-C

Extended info Operating temperature -10°C to +55°C, 14°F to 131°F

Storage temperature -5°C to +55°C, 23°F to 131°F

*Microsoft Teams variants only 


